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Instruction Manual
|

Electric parallel gripper for Cobot

ELCT2-110-40
ELCT3-110-52

Techman Robot TM Sseries
Plug-in Softwares Component*

Be sure to read thisinstruction manual before using the product.

New-Era.



ELCT2_3SWTMS-TSOOEN

Contents
1. Installation of TM COMPONENT ....ooieiiiiiiiee et a e e eeaeeas 2
1.1. Preparation for TM Component Installation ............cccccoeiiiiiiiiiiiiii e 2
1.2. Installation of TM COMPONENT .....cooviiiiiiiiiiiiiieeee ettt e e e e e e eee e 2
P2 {0 0 1 00T = 11 o Y 4
3. HOW to USE TM COMPONENT ...ttt e e e e e e e 5
4. ADOUL TM COMPONENT ..ttt ettt ettt e e e e s e bbb ettt e e e e e e e s santbbeeeaeeessnnnemnne 7
5. About Global Variables ............oooi i 10
6. Error Code and REMEAY..........uuuuueiuieeeeeeeieeeimeeeneeueueeneeereeeerreeneesamannnnnnannnnsnnsrsnsernnnrrnnen 12



ELCT2_3SWTMS-TSOOEN

1. Installation of TM Component

IMPORTANT ° For TMflowV2 only.

1.1. Preparation for TM Component Installation

1x  Download the TM Component from our website (http://www.newera.co.jp /en/)

and save —-TM_Export® folder in the unzipped
with the TM S series.

2x Rename the USB drive to -TMROBOT?®,

1.2. Installation of TM Component

Note) [ Configuration [>[Tool Settings]:Ensure that the TCP settings are configured

correctly.

1x Connect the USB drive storing the TM Component to the Control Box.

2% Select [System] | [Import/Export ] from TMflow Menu.

» Configuration

oy System

Import/Export



http://www.newera.co.jp/

3% Select [Import]>[Conf iguration]>[Component].

Import/Export
Select files LAPTOP-H1CTQDVC Selected files
Project v ) GRIPPER_NEWERA_ELCT23_VDO1_GRIPZip
Configuration ~ ) GRIPPER_NEWERA_ELCT23_V001_RELEASE.Zip
TCP
Operation Scene
Text Files
IODD Files
Ethernet Slave
Safety Configuration Files Device Space:
import from 0 \USB\TMROBOT v
System A'4
TMeraft ~

4x  Select Components to add and press [Import] button.
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M 3600 MB 4047 MB

Import/Export
Select files LAPTOP-H1CTQDVC Selected files
Project v B) Component  GRIPPER_NEWERA_ELCT23 VOO1_GRIPZip
Configuration AN ) component  GRIPPER_NEWERA_ELCT23 VOO1_RELEASEZIp
TCP
Operation Scene
Text Files
10DD Files
Ethernet Slave
safety Configuration Files Device space: [N
Import from 0 USB\TMROBOT v
— o M 3600 MB 4047 MB
TMraft v m

5% Select [Configuration]>[Component] from TMflow Menu.

6% Enable the Components and press [Save] button.

Component List

v Configuration

Component Name
GRIPPER_NEWERA_ELCT23_V001_GRIP.component

GRIPPER_NEWERA_ELCT23_V001_RELEASE.component

» System

p» Others

Status. Action
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2. Robot Setting
|

1x  Select [Configuration] | [Connection] from TMflow Menu.

2x  Select [Modbus Slave RTU], set to [Disable].

vy Configuration

» System

» Others

3% Select[Configuration] , [I/O Setup] from TMflow Menu .

4x  Select [Serial Port], set Control Box [COMZ2] to [RS485], set End Module [Pin6 &
Pin7] to [RS485( -) & RS485(+)] and press [Save] button.



























